




Tank Equipment:

Filling  & Discharcing System

- Leakproof, with gasket Manhole covers for each section

- Pipes in 3” diameter connect each section to valve box

- 3’’ diameter ball valve provides independent natural discharging system.

- 3 as filled from cover.

Paint:

Trailer clean before painting and repair with paste for smooth face. Then prime paint and double 
last paint regarding customer reguest in Paint Oven.

Electrical Equipment:                                  

At side 5 unit lamps.
60, 70, 80 Label, at rear park lamps, plate lamp triangle reflector.
2 X 7 pim electric sockets.
 



Contact:

lider@hidro-rad.hr +(385) 21 721 041

Accosseries:
 
- 2 pieces single covered, manhole resistant to test pressure.
- 1 piece air pressure monometer.
- Imported hose system having internal discharging channel that provides fluidity.
- 1 piece safety valve adjusted to 2.5 bar.
- 1 piece ball jet air valve that accelerates discharging.
- 1 piece tool kit box (at the body).
- 1 piece nonskid ground walking platform.
- 1 piece stair from rear existing.
- 2 pieces PVC carrier for discharging hoses.
- Plastic mudguard covering rear axle Group.
- 1 piece tool kit box made of sheet.
- 1 piece discharge valve box made of sheet.
- Control Panel (Check – pass, air meter, ramp lever).
- Plastic water tank.
- Roller or basket spare tire carrier.
- Chock and chock place.

The above features are standards. The features can change according to customer’s request.


