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Our stationary solutions:

FABO Stationary Crushing Plants

FABO, which sells crushing, screening and washing facilities to 7 continents, produces the most 
powerful crushers and sieves in the market. With its low maintenance costs, innovative designs 
and 17 years of experiece, it offers unique solutions to its customers.

Stationary crushing plants have advanced equipment that provides high efficiency for mines, 
quarries and construction projects. Our crusher plants with different capacities are ideal for 
solutions suitable for every project.

Stationary crushing plants can be used for aggregate production in various sizes, for crushing 
hard mines and ores. To maximize your profits and improve your business volume, like companies 
around the world, choose FABO crushing, screening and washing facilities.

Stationary Stone Crushing and Screening Plants
Vibrating Bunkers
Jaw Crushers
Primary Impact Crushers
Tertiary Crushers
Vertical Shaft Crushers
Cone Crushers
Vibrating Screens
Dewatering Screen
Spiral Washers
Bucket Washers
Wobbler Feeder



Log Washer

LOG WASHER
WASHING SYSTEM FOR GRAVEL, STONE & SAND

FABO Log Washers are used to separate gravel, stone and hard ores from harmful substances.  The 
Log Washers have a 2000x5000mm dimension and provide low space usage with fast washing 
process. It has been produced by FABO to offer its customers a solution and great working
experience.

Thanks to the two water discharge units in the washing bucket, the water level is kept at the same 
level in the gravel washing facility, preventing excessive water consumption and ensuring that the 
water in the facility is always clean by circulating it.

Motor

Motors are the main element that makes the helix shafts move. Two motors are used, one for each helix 
shaft. Pulley system is used to reduce the rotation speed of specially designed motors to the required 
speed. Spiral washer shafts gain the ability to rotate at the desired speed and provide perfect washing.

It has 2.45 kW motor power and offers to its customers confidence and long service life.

Helical shafts

They are the shafts responsible for carrying the product to be washed from the inlet to the outlet and 
ensuring that it is washed. Designed by moving in opposite directions, this feature plays an active role 
in better mixing of the washed product and achieving maximum cleaning.

MODEL  Dimension DimensionTypeType Motor Power Capacity Water Consumption

LW-2050 LOG WASHER

LOG WASHER

2000x5000 mm 2 x 45 kW 100 T/H100 T/H 113-363 m3

LW-2060 2000x6000 mm 2 x 45 kW 130 T/H130 T/H 113-363 m3



Contact:

fabo@hidro-rad.hr +(385) 21 721 041

Output:
Washing with FABO Log washers is the section where the materials are discharged.

With its perfectly designed mouth structure and inclination angle, the output, which is designed to be 
100% protected against blockages that may occur during discharge, has been produced in accordance 
with the conveyor belt system. It can transfer any kind of products to the stock conveyor belts.

Physical Structure

It can transfer any kind of products to the stock conveyor belts.
Made of wear-resistant metals


