


Stationary Concrete Batching Plant

Single Shaft Mixer

The mixers, designed in a single-shaft structure, are specially produced for our users who want
to produce low-capacity concrete.

The production capacity of our single shaft mixers, which are produced with a compact design,
is determined according to the desired model and varies between 0.5 m3 and 3 m3.

The cleaning time is shorter due to the minimum size of the overall dimensions.

MODEL SNG-0,5 SNG-01 SNG-2
WET CONCRETE CAPACITY 0,5m3 1m3 3,0 m3
GEARBOX YILMAZ YILMAZ YILMAZ
FEEDING CAPACITY 750 LT 1500 LT 3000 LT
FRESH CONCRETE CAPACITY 625 LT 1250 LT 2500 LT
COMPAgXERéi?{(‘ICRETE 500 LT 1000 LT 2000 LT
MOTOR POWER 185kW 37kW 2X37 kW

DISCHARGE TYPE HYDRAULIC DOOR HYDRAULIC DOOR HYDRAULIC DOOR
AUTOMATIC LUBRICATION YES YES YES




‘ MAIN DIMENSIONS
‘ MODEL A (mm) B (mm) C (mm) | D (mm) E (mm)
| SNG-0,5 | 4000 | 1450 | 2100 1620 1300
| SNG-01 | 5000 | 1750 | 2400 1930 1620
| SNG-2 5500 | 2190 | 2700 | 2240 2030
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fabo@hidro-rad.hr

+(385) 21 721 041



